
Insist on TAMKO® products for the full 
TAMKO Complete™ Roof System. 
TAMKO products are specifically 
designed to work together, building 
layer upon layer of protection.

See It On Your Home

“Try on” TAMKO® shingle colors and styles with the 
TAMKO® Roof Visualizer to find the right fit for  
your home. Customize sample homes, or upload  
a street view photo of a home to get started. 

tamko.com/visualizer

TAMKO COMPLETE™
PROTECT | PERFORM | PROLONG

*Learn more about the requirements for an extended Full Start® period 
by upgrading to a TAMKO WxtShield Enhanced System Warranty™  
at tamko.com/enhancedwarranties. 

PROLONG 
Ventilation and Hip & Ridge Shingles

PERFORM
Shingles
HERITAGE® • VINTAGE® • TITAN XT®  
STORMFIGHTER IR® • ELITE GLASS-SEAL® 

PROTECT
Waterproofing, Underlayments  
and Starter Shingles

TAMKO Elite Glass-Seal® self-sealing 3-tab shingles 
top off homes with versatile style, vivid color and 
unique flair. Elite Glass-Seal® shingles are constructed 
with fiberglass mat coated on both sides with a 
layer of weathering-grade asphalt and surfaced with 
TAMKO’s distinctive mix of ceramic granules for a look 
that is both beautiful and economical. 

Elite Glass-Seal® shingles are offered in a wide variety 
of TAMKO’s beautiful color blends to top off your 
home. These shingles are available with a 25-year 
Limited Warranty (see tamko.com for details).

SHINGLES BEGIN TO AGE AS SOON AS THEY ARE EXPOSED 
TO NATURE. BUILDINGS EXPERIENCE AGING FACTORS 
DIFFERENTLY, SO IT IS DIFFICULT TO PREDICT HOW LONG 
BUILDING PRODUCTS WILL LAST. TAMKO PROVIDES A 
LIMITED WARRANTY FOR MANY PRODUCTS, THAT INCLUDES 
A BINDING ARBITRATION CLAUSE AND OTHER TERMS AND 
CONDITIONS WHICH ARE INCORPORATED HEREIN BY 
REFERENCE. YOU MAY OBTAIN A COPY OF THE LIMITED 
WARRANTY AT TAMKO.COM OR BY CALLING 1-800-641-4691.

PRIOR TO MAKING YOUR FINAL COLOR SELECTION, TAMKO 
RECOMMENDS VIEWING AN ACTUAL ROOF INSTALLATION 
OF THE SAME SHINGLE COLOR AND MANUFACTURING 
PLANT YOU ARE CONSIDERING FOR THE FULL IMPACT 
OF COLOR BLENDING AND PATTERNS. AS COLORS VARY 
BY REGION, YOU MAY WANT TO VISIT WWW.TAMKO.COM 
AND VIEW COLORS AVAILABLE BY ZIP CODE. HOUSE 
PHOTOGRAPHY IN THIS BROCHURE MAY HAVE BEEN 
DIGITALLY MODIFIED OR CREATED USING PHOTOGRAPHS 
OF ACTUAL SHINGLES. PRINTED REPRODUCTION OF THE 
SHINGLE COLORS IS AS ACCURATE AS OUR PRINTING 
WILL PERMIT. PRIOR TO INSTALLING THE SHINGLES, 
OPEN A BUNDLE AND VIEW A FEW OF THE SHINGLES 
TO BE CERTAIN IT IS THE COLOR YOU SELECTED. 
TAMKO WILL NOT BE RESPONSIBLE FOR COLOR CLAIMS 
ONCE THE SHINGLES ARE INSTALLED ON A ROOF.

JOPLIN

Certain colors and products may not be available in your area. Information 
included in this brochure was current at the time of printing. To obtain a copy of 
the most current version of this brochure, visit us online at tamko.com or call us 
at 1-800-641-4691. Front cover shingle color is Weathered Wood.
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SHINGLE ENHANCEMENTS
Enhanced Sealant – Polymer-modified Advanced Fusion™ 
sealants specifically designed to be sticky, even in  
cooler weather.

Enhanced Top Coating - Proprietary engineering to increase 
top coating where it’s needed most, for the UltraMAX 
Weathering™ layer of asphalt designed for protection.

Superior Color Blends – Vivid, more natural color offerings 
and shading as a result of proprietary color blends and drops.

WARRANTIES
25-year Limited Warranty & Arbitration Agreement 

5-year Full Start® non-prorated warranty period

10-year Algae Cleaning Limited Warranty

TECHNICAL INFORMATION
UL Listed for: 
Class A Fire Resistance

UL Classified:
Wind Resistance
ASTM D3462 and ICC-ES  

Acceptance Criteria AC438

UL Evaluation Reports: 
UL Evaluation Report ER2919-01 
UL Evaluation Report ER2919-02

Miami-Dade County  
Product Control Approved 

Florida Building Code 
Product Approval 
FL 18355 
FL 35321

Elite Glass-Seal® shingles meet the following classifications
Tested in Compliance with: 
UL 790/ASTM E 108, Class A 
ASTM D3161, Class F 
ASTM D7158, Class H 
ASTM D3462 
ICC-ES Acceptance Criteria AC438
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