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TAMKO® ASTM Slate 
Surfaced Roll Roofing

For application to roof decks with inclines of not less than
2 inches per foot.

USES

PRODUCT DATA*

TAMKO®  ASTM SLATE SURFACED ROLL 
ROOFING is constructed from TAMKO’s organic mat,
impregnated with hot asphaltic saturant, then coated on
both sides with weathering grade asphalt and surfaced
with mineral granules.

Roll Dimensions  36’ X 36”
Coverage per roll  1 Square

 *All values stated as nominal

CERTIFICATIONS

ASTM D 6380, Class M, Type II  U.L. Prepared Roofing Accessory
ASTM D 249, Type II

Manufactured in Green Cove Springs, FL

THIS PRODUCT IS SOLD “AS IS” WITHOUT WARRANTIES, EXPRESSED OR 
IMPLIED, INCLUDING THE IMPLIED WARRANTIES OF MERCHANTABILITY OR 
FITNESS FOR A PARTICULAR PURPOSE.

This product contains crystalline silica and wood dust. Crystalline silica and wood dust have been classified as  “known” human carcinogens by the International 
Agency for Research on Cancer (IARC) and the National Toxicology Program. This product also contains oxidized asphalt. Occupational exposures to oxidized 
asphalt and its emissions during roofing have been classified by IARC as a “probable human carcinogen”. Oxidized asphalt also contains Polycyclic Aromatic 
Hydrocarbons some of which have been classified by IARC as known or probable human carcinogens. The physical nature of this product may help limit any 
inhalation or dermal hazard during application and/or removal. However, physical forces such as sawing, grinding or drilling during demolition work and heating 
or burning may increase the inhalation or dermal exposure hazard of this product. Take precautions to prevent breathing and contact with skin.
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COLORS

• White
• Empire Green
• Rustic Cedar
• Rustic Black 


