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Xtractor Vent® XLP Turbo 
CONTINUOUS RIDGE VENT

Pre-formed for application to roof decks with 3/12 roof pitch. For slopes above 12 inches
per foot, call for technical support at 1-800-641-4691.

USES
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• Rolled ridge vent for faster, more flexible installation.
• 12 square inches (77.4192 sq. centimeters) of net free area per linear foot
• Comes with up to a 40-year limited warranty from TAMKO*
• Internal supports in nail line area provide compression resistance for nailing
• Nail gun-able installation with embossed nail line and 1⁄2" nail zone area with clear space  
  underneath help facilitate proper nailing (1-3/4" coil nails included)
• Exterior baffles and internal “sine wave”, "S"-shaped, baffles help keep rain and snow out
• Male/female connection between pieces helps protect seams from leaks
• Vent holes are only 1/8" wide to help prevent insect infiltration
• Drain holes every 1/2" in exterior baffle to prevent water build-up

ADVANTAGES

 *All values stated as nominal

TAMKO® Xtractor Vent® XLP Turbo is a nail gun-able, 
externally baffled, rolled ridge vent designed to properly 
ventilate attic space when used in conjunction 
with soffit vents.

REQUIREMENTS
• Must be used with an equal or greater amount of soffit ventilation
• Minimum 3/12 roof pitch (up to 16/12)
• Use with standard 12" (0.3 meters) wide cap shingles

PRODUCT DATA*

Width  14.75" (0.37 meters)
Height:  5/8"  (1.59 centimeters)
Length:  25' Roll (7.62 meters)
Weight:  10.75 lbs. (with nails) per unit (4 kilograms)
Color:  Black

*For information regarding a copy of TAMKO’s limited warranty, contact your local TAMKO representative, visit us online at 
tamko.com, or call us at 800-641-4691.

Information included in this product data sheet was current at time of printing. To obtain a copy of the most current version of this product 
data sheet, visit us online at tamko.com or call us at 800-641-4691.


